ASSIGNMENT 2

Test book Assignnent: “Mshap Causes, Prevention, and Hazard Abatenent,” chapter 3, pages
3-1 through 3-17, and “Mshap Investigation Fundanmentals,” chapter 4
pages 4-1 through 4-17.
2-1. What is the primary purpose of a 2-6. What technology deals with
m shap investigation? wor kpl ace designs that mininze
body stress and maxim ze
1. To determine culpability production?
2. To determ ne replacement cost
3. To determine the effects on 1. Economi cs
operational readi ness 2. Ergonom cs
4, To determ ne the causes and 3. Aerodynanics
prevent recurrences 4, Biosystematics
2-2. An unpl anned event that interrupts 2-7. If a mishap occurs because of a
wor k and causes damage or injury person’s faulty depth perception
descri bes which of the follow ng you shoul d report which of the
ternms? foll owi ng cause factors for the
i nci dent ?
1. Mshap
2. M stake 1. Al cohol
3. M sconduct 2. Environnent
4. M smanagenent 3. Physical inpairnent
4.  Tenporary physical illness
2-3. As a supervisor, you need to
under st and why mi shaps occur for 2-8. The nost common form of pol ydrug
which of the follow ng reasons? abuse is a mixture of which of the
foll owi ng drugs?
1. To conduct financial planning
2. To anticipate a m shap 1. Amphet am nes and barbiturates
occurrence 2. Amphetani nes and aspirin
3. To understand your job 3. Cocaine and narijuana
description 4. Al cohol and any drug
4. To better equip you to prevent
nm shap occurrence 2-9. Experi ence has shown that when
peopl e tackl e new tasks, m shaps
2- 4. Anything contributing to a m shap occur for which of the follow ng
can be referred to as al/an reasons?
1. safety program deficiency 1.  Lack of patience
2. operating error 2. Lack of initiative
3. nmishap cause 3. Lack of training
4. mshap 4. Lack of self-confidence
2-5. According to studies, what nininum 2-10. Supervi sors sonetimes contribute to

per cent age of mishaps are caused by
the person involved in the m shap?

80%
20%
50%
40%

Howr e

m shaps because they have a lack in
whi ch of the follow ng areas?

1. Know edge of the capabilities

of their personnel
2. Materials
3. Funds
4. Time



2-11. To counterbal ance the |ack of
understanding on a new job, an
i nexperi enced person should be
provided with

1. training

2. close supervision
3. know edge

4. basic skills

A, Administrative and supervisory
factors

B. Environnental factors

Mai nt enance and support factors

Material failure factors

oo

Figure 2-A -Mshap Cause Factors.

TO ANSVWER QUESTI ONS 2-12 THROUGH 2- 16
SELECT THE CAUSE FACTOR I N FI GURE 2-A
RESPONS| BLE FOR THE M SHAP DESCRI BED AS
THE QUESTI ON. RESPONSES MAY BE USED ONCE
MORE THAN ONCE, OR NOT AT ALL

2-12. A m shap caused by prenmature
equi pment failure resulting from
i nproper installation

AwN PR
oOw>»

2-13. A mishap resulting fromfailure to

requi re personnel to neet personne

qualification standards.

AWN R
OO w>»

2-14. A m shap caused by metal fatigue
failure.

AwN PR
o0Ow>

2-15.

2-16.

2-17.

2-18.

2-19.

A mishap resulting from|lack of
quality assurance (QA).

A wWNR
0O w>

A mshap resulting fromthe
accidental use of incorrect
procedures.

PwnhpE
O0Om>»

The process used to elimnate
nm shap- produci ng causes before a
m shap occurs is called mshap

1. determi nation
2. correction
3. prevention
4. detection

Which of the follow ng nethods is
preferred for controlling the
i npact of hazards?

1. ldentifying existing hazards

2. Elimnating existing hazards

3. Preventing the hazard at the
design stage

4. Reducing the inpact of hazards
that cannot be elininated

What programis used to naintain
equi prent and material and prevent
t hem from beconi ng operati ona
hazar ds?

1. QA
2. PMS
3. MDS
4. PARs



Substitution

Engi neering controls

Admini strative controls

Use of personal protective equi pment

OO w>

Fi gure 2-B.—Hazard Control Methods.

VWHEN PREVENTI NG HAZARDS | S | MPGSSI BLE
HAZARD CONTROL METHODS ARE USED TO CONTRCL
HAZARD POSSI BI LI TIES. TO ANSWER QUESTI ONS
2-20 TO 2-24, SELECT THE METHOD I N FI GURE
2-B THAT MATCHES THE DESCRI PTI ON USED AS
THE QUESTI ON. RESPONSES MAY BE USED ONCE
MORE THAN ONCE, OR NOT AT ALL

2- 20. A barrier used to physically
separate people fromcontact with
hazards.

AwN R
o0Ow>»

2-21. Repl aci ng an exi sting piece of
equi prent with a simlar item
having a | ower hazard potenti al

PONBRE
o0 w>

2-22. Usi ng special operating procedures
to reduce exposure of personnel to
hazar ds.

AwWNR
o0 w>

2-23. Usi ng chemical gl oves, safety
goggl es, and so forth, when working
wi th acids

AWN PR
o0 w>»

2-24

2-25.

2- 26.

2-217.

2-28.

2-29.

Usi ng | ocal exhaust ventilation to
prevent airborne contam nants from
passing through the worker’s
breat hi ng zone.

AwN P
o0Ow>»

An al | eged i nm nent danger
situation hazard report is
received. An investigation should
be conducted within what mninmm
amount of tine?

1. 24 hours
2. 36 hours
3. 48 hours
4. 72 hours

Hazard report responses froma
shore OSH officer or an afl oat
safety officer should be provided
to the originator within a m ni num
of how many days?

10 cal endar days
10 working days
30 cal endar days
30 working days

B~ N -

When not satisfied with the
response to a hazard report,
nmlitary personnel can appea
through the chain of command to
whi ch of the follow ng persons?

1. Chief of Naval Operations

2. Secretary of Labor

3. Deputy Assistant Secretary of
Def ense

4. Secretary of Health

A safetygramis used to report a
hazard within a particular ship.

1. True
2. Fal se

Wiat code expresses the risk that
conbi nes the elenents of hazard
severity and mshap probability?

Ri sk category code

Ri sk assessment code
M shap category code
M shap cl assification

el NS s



2-30

2-31.

2-32.

2- 33.

2-34

2-35.

A hazard that could cause death is
assi gned what hazard severity
cat egory?

1. 1

2. 11
3. 11l
4. 1V

What subcat egory of nishap
probability is assigned to a m shap
that could eventually occur?

1. A
2. B
3. C
4. D
What RAC is assigned to a hazard

t hat
a mshap and could result

is imediately likely to cause
in death?

rwWwNBE

Which of the follow ng docunents
contains the Hazard Abatenent Pl an
for forces afloat?

1. PM

2. PQs

3. SORrRM

4.  CSWP

Afloat, the interimcontrol for a

RAC 1 or 2 hazard must be approved
by what person?

Commandi ng of ficer
Executive officer
Safety officer
Supply officer

B w e

Which of the followi ng el ements
i mprove(s) hazard awareness in
per sonnel ?

Experi ence
Educati on
Trai ni ng

Al'l of the above

B~ ow o
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2- 36.

2-37.

2- 38.

2- 39.

2-40

2-41.

M shap prevention depends on which
of the follow ng el enents?

Hazard elimnation
Hazard anticipation
Hazard nanipul ation
Hazard administration

o R S R

Which of the follow ng persons
is/are responsible for mshap
i nvestigation?

Commandi ng of ficer only

Di vision officer only
Leading petty officer only
Al levels of supervision

B~ w e

A mshap occurred in your shop. As
the supervisor, you should be the
person who conducts the nmishap

i nvestigation for which of the

foll owi ng reasons?

Seniority

Prior experience

I nvestigative techni que

Know edge of the experience and
characteristics of your

per sonnel

S N e

Wien conducting a m shap

i nvestigation, you should NOT ask
the witnesses what type of

guesti ons?

1. Wo
2. How
3. \Wat
4. \here

M shaps and injuries are two
separate occurrences

1. True
2. Fal se

Privileged information is usually
gat hered by using which of the
foll owi ng nmethods?

1. Interrogation

2. Forced confession

3. Pronmise of confidentiality
4, Promse of reward



2-42

2-43

2-44

2-45.

2-46.

2-47.

Wtnesses will provide statenments 2-48.
to mishap investigation boards

under oath.

1. True

2. False

Which of the following itens is
considered privileged information?

Copi es of instructions

Physi cal evidence
Logs and records

s

Which of the follow ng factors is
the key to a good investigation?

1. Wtnesses' attitude

2. Wtnesses' enthusiasm

3. Investigator’'s instinct 2-50
4. Investigator’'s training

VWhat is the first priority when
m shaps occur?

1. Save lives
2. Control danage
3. Preserve the evidence
4, Protect the mshap site
2-51.
Pictures of a mishap site taken
using a sel f-devel opi ng canera vice
a 35-mm canera result in which of
the foll owi ng di sadvant ages?
1. They lack intense color
2. They lack fine detai
3. They are difficult to enlarge
4, Both 2 and 3
2-52.

Whi ch of the follow ng types of
phot ography is/are especially

hel pful in a fire investigation?
1. Color

2. Black and Wite

3. Both 1 and 2

4, Sel f-devel opi ng
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Wtness statenents 2-49

When taking photos of fire scenes,
you shoul d take precautions to
prevent charred materials from
causi ng which of the follow ng
phot ogr aphy probl ens?

Poor depth of field
Under exposur e

Over exposure

I nadequat e col or

B~ w e

A di agram of a mishap scene has
what primary advantage over a
phot ogr aph?

Shows |ess clutter

Shows no action

Shows no direction of novenent
Shows | ess lighting information

RSN

A witness is defined as an insight
provider to a mishap. Wiich of the
follow ng el enents can be
classified as a witness?

Parts

Peopl e

Posi tion

Each of the above

e

VWhen it cones to “how’ the mshap
occurred, which of the follow ng

wi tnesses or situations provide the
nost val uabl e information?

1. Parts

2. Paper

3. People
4. Position

During a safety investigation
afl oat, how can you mnimze the
wi t hhol di ng of information?

1. Wtness should testify under
oath

2. Wtnesses should be rewarded

3. Promise of confidentiality

4. Pronmise of testinonial inmmnity



2-53.

2-54.

2-55.

2- 56.

2-57.

To assure witnesses that the
information they provide will not
be used against them a fornal

m shap investigation board uses
what fornf

Advice to Wtnesses form
Speci al Request form
DD-1149 form

DD-1348 form

e

Wien in the process of interview ng
several witnesses, you should take
which of the follow ng steps to
prevent themfromformng a
hormogeni zed testinony?

1. Assign w tnesses separate tasks
at different |ocations

2. Meet witnesses individually

3. Meet with witnesses as a group

4. Have witnesses wait in the ness
deck for the interview

When interviewing a witness of the
opposite sex, you should take which
of the follow ng precautions?

Ensure the area is not secl uded
Ensure the door remains open
Both 1 and 2 above

Ensure other witnesses are in
the room

Bwn e

To effectively interview w tnesses,
you shoul d apply which of the
fol l owi ng techni ques?

1.  Ask questions that can only be
answered by a yes or no

2. Ask questions that will require
expl anat i ons

3. Always start your interview
with a different question

4, Use two or nore investigators
to interview a witness

You do NOT use Advice to Wtness
forms when performng which, if
any. of the followi ng types of

i nvestigations?

Local mishap investigations
Formal mishap investigations
Static mshap investigations
None of the above

el e
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2-58. What is considered the nost
difficult part of a mshap
i nvesti gation?

1. Taking pictures

2. Interview ng wtnesses

3. Deternmining the sequence of
events

4, Determ ning who caused the
m shap

2-59. You may obtain information on
previous m shaps that nay provide
clues to the mishap you are
currently investigating from which
of the followi ng commands?

1. Naval Safety Center
2. Systems commands
3.  Type commanders
4. Al of the above

2-60. You found criminal evidence during
an informal investigation. Which
of the follow ng actions should you
t ake?

1. Call NS

2. Consult with legal services

3. Stop your investigation and
i nform your chain of comrand

4. Al of the above

A Fault Tree Analysis

Change Anal ysis

C.  Managenent Oversight and Ri sk
Tree

D. Technique of Operations Review

o

Figure 2-C -Analytical Techniques.

SELECT THE ANALYTI CAL TECHNI QUE I N FI GURE
2—C THAT MATCHES THE DESCRI PTI ON USED | N
QUESTI ONS 2-61 THROUGH 2-65. RESPONSES
MAY BE USED ONCE, MORE THAN ONCE, CR NOT
AT ALL.

2-61. A departure fromthe norm which
coul d beconme an element in the
chain of events leading to a

m shap.
1. A
2. B
3. C
4. D



2-62. A nmethod of determining if a 2-64. An anal ysis that takes into account
particul ar system conmponent, or nore supervisory and human factors.
equi pnent requires planned

mai nt enance. 1. A
2. B
1. A 3. C
2. B 4. D
3. C
4, D 2-65. A et hod of working backward from
the final failure to the original
2-63. An anal ysis directed nore at conponent to show the cause-and-
managenment than at hardware. effect relationship of the system
1. A 1. A
2. B 2. B
3. C 3. C
4. D 4. D
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